
Fused WDMCoupler/ PLC

Optical Fiber Communications

Low Inser�on Loss

High Isola�on

Compact Size

Excellent Stability

Key Features

●

●

●

●

Applications

●

●

●

Long-haul Uni & Bi-direc�onal Telecommunica�on System

Digital, Hybrid And Am-video System

CATV Systems & Fiber Op�c Sensor



Fuse WDM
Coupler/ PLC

Operating Conditions

Maximum Power handling

Opera�ng Temperature

Storage Temperature

Opera�on Humidity

500

-5 ~ +70

-40 ~ +85

5 to 95 % Rela�ve Humidity

Performance Specifica�onsParameters

mW

°C

°C

Units

Parameter Speci�cations

Opera�ng Wavelength

Inser�on Loss @ 25°C

Isola�on @ 25°C

PDL

WDL

TDL

Direc�vity

Return Loss

Fiber Length

Fiber Type

Jack Type

Package Type

980/1550

0.4

20 @980nm

 18 @1550nm

≤0.10

≤0.10

≤0.20

≥55

≥55

>1.00

Corning
HI-1060

1310/1550

0.3

17

≤0.10

≤0.10

≤0.20

≥55

≥55

>1.00

Corning SMF-28e+

1480/1550

0.4

13

≤0.15

≤0.15

≤0.20

≥55

≥55

>1.00

Corning SMF-28e+

Performance Specifica�onsParameters

nm

dB

dB

dB

dB

dB

dB

dB

m

mm

Units

250μm bare fiber
900μm loose tube

3x54 for bare fiber
3x60 for loose tube

Notes: 
1.  The above parameters do not include connector, each pair connector adds 0.2dB. 

Mechanical Dimensions

P1

P2
Common

Coupler

 



Fuse WDM

Part Number Scheme: Fused WDM

Coupler/ PLC

Wavelength
9815 = 980/1550
1315 = 1310/1550
1415 = 1480/1550

Product Type
1 = Standard
C = Compact

Jacket Type
A = 250 um
B = 900 um
C = 2 mm
D = 3 mm

Fiber Type
1 = SMF28e⁺

3 = HI 1060

Connector Type
0 = None   M = MTP 12P
2 = FC/UPC  N = MTP 24P
3 = FC/APC  O = MPO 12P
4 = SC/UPC  P = MPO 24P
5 = SC/APC  H = MU/UPC
6 = ST/UPC  X = Customized
7 = LC/UPC
8 = LC/APC

Fiber Length
10 = 1.0 m
15 = 1.5 m
30 = 3.0 m
mn = m.n meters

Package Type
S = Tube
L = Aluminum
A = ABS
G = LGX
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