
Ultra Compact Cable-Type WDM (Mux+DeMux)Ultra Compact WDM

Optical Fiber Communications

Ultra-compact

Based on TFF technology

Ultra-low Inser�on loss

Stable at wide range of opera�ng temperatures

Key Features

●

●

●

●

Applications

●

●

●

WDM, CATV, Spot Video and Data Center Networks.

Upgrade from CWDM/DWDM 10Gbps to 40Gbps or 25Gbps to 100Gbps. No separate WDM casse�e is needed. 

High speed mul�-wavelength CWDM transceivers, line-card, portable tes�ng equipment.



Ultra Compact Cable-Type WDM (Mux+DeMux) 
Ultra Compact WDM

1x4 Channels 
(1 common ports)

Parameter Speci�cations: CWDM Mux & DeMux in a single package
Parameters

Inser�on Loss

Ripple

Polariza�on Dependent Loss

Dimension

Choice of Center Wavelengths

Channel Spacing

Channel Passband

Isola�on-Adjacent

Isola�on-Non-adjacent

Return Loss

Direc�vity    

≤1.2 ≤1.7

≤0.5

≤0.3

1271 - 1611

20

λc ± 6.5（Min.）

≥30

≥40

≥45

≥50

dB

dB

dB

mm

nm

nm

nm

dB

dB

dB

dB

Units

Notes: 
1.  The above specs exclude connector loss, each pair of connectors add 0.2dB.

Parameter Speci�cations: DWDM Mux & DeMux in a single package

Inser�on Loss

Ripple

Polariza�on Dependent Loss

Dimension

Choice of Center Wavelengths

Channel Spacing

Channel Passband

Isola�on-Adjacent

Isola�on-Non-adjacent

Return Loss

Direc�vity      

≤1.5 ≤2.0

≤0.5

≤0.3

60 x 14.4 x 6.5

ITU channels

100G:0.8

200G:1.6

100G: λc ± 0.11（Min.）

200G: λc ± 0.25（Min.）

≥30

≥40

≥45

≥50

2x4 Channels (2 common ports) 1x8 Channels (1 common port)Parameters

dB

dB

dB

mm

nm

nm

nm

dB

dB

dB

dB

Units

Notes: 
1.  The above specs exclude connector loss, each pair of connectors add 0.2dB.

2x4 Channels 
(2 common ports)

1x8 Channels 
(1 common port)

21X12X6.5 50 x 12 x 6.5



Ultra Compact Cable-Type WDM (Mux+DeMux) 
Ultra Compact WDM

Parameter Speci�cations: LAN_WDM Mux & DeMux in a single package

Channel Center Wavelengths

Channel Passband

Inser�on Loss

Ripple

Polariza�on Dependent Loss

Isola�on-Adjacent

Isola�on-Non-adjacent

Direc�vity

Return Loss

Dimension

Parameters

nm

nm

dB

B

dB

dB

dB

dB

dB

mm

Units2x4 Channels 1x8 Channels

Operating Conditions

Maximum Power handling

Opera�ng Temperature*

Storage Temperature

Opera�on Humidity

500

-5 ~ +70

-40 ~ +85

5 to 95 % Rela�ve Humidity

Parameters

mW

°C

°C

Units4 Channels

1269.23, 1273.54, 1277.89, 1282.26, 1286.66, 1291.10
1295.56, 1300.05, 1304.58, 1309.14, 1313.73, 1318.35

λc ± 1.1（Min.）

≤1.2 ≤1.8

≤0.50

≤0.3

≥30

≥ 40

≥50

≥45

50x12x6.5



Ultra Compact Cable-Type WDM (Mux+DeMux) 
Ultra Compact WDM

Part Number Scheme: Ultra Compact Cable-Type WDM Mux+DeMux Modules

Channels Connector type
0 = None   M = MTP 12P
2 = FC/UPC  N = MTP 24P
3 = FC/APC  O = MPO 12P
4 = SC/UPC  P = MPO 24P
5 = SC/APC  H = MU/UPC
6 = ST/UPC 
7 = LC/UPC
8 = LC/APC

Start Channel
CWDM:

E0 = 1271 E9 = 1451

E1 = 1291    00 = 1471
E2 = 1311 01 = 1491
E3 = 1331 02 = 1511
E4 = 1351 03 = 1531
E5 = 1371 04 = 1551
E6 = 1391 05 = 1571
E7 = 1411 06 = 1591
E8 = 1431 07 = 1611

DWDM: 
01~64 = ITU Ch #
LAN WDM:
                    L1  :  1269.23
                    L2  :  1273.54
                    L3  :  1277.89
                    L4  :  1282.26
                    L5  :  1286.66
                    L6  :  1291.10
                    L7  :  1295.56
                    L8  :  1300.05
                    L9  :  1304.58
                    L10: 1309.14
                    L11:  1313.73
                    L12: 1318.35

Product Type
Ultra Compact
free-space technolygy

Channels
2 = 2CH
4 = 4CH
8 = 8CH

Module Type
C = CWDM
D = DWDM
L = LAN WDN

Configura�on 
of connector
S= simplex 

D= duplex clip
Common
Fiber Length
A = 0.5m 
B = 1m 
C = 1.2m
E = customer

Channles
Fiber Length
A = 0.5m 
B = 1m 
C = 1.2m
E = customized

Ch Spacing
1 = 100GHz
2 = 200GHz
C = CWDM
L = LAN WDN

Jacket
2 = 2mm
3 = 3mm

Configure
1=1xN*

2=2x4** 

B R T N***

Notes:  N*        Stands for channel number of  2,4 or 8
             2X4**  Pair wavelengths in two groups. One group func�ons as Mux, the other group func�ons as DeMux.
             N***    Our spec temperature (N) is commercial temp. range -5 ~ 70 ⁰C. Please contact us if you need industrial temperature (T) range -40 ~ 80 ⁰C. Or extender range of (E) -20~80 ⁰C
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